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1-GENERAL INFORMATION
1.1 -Description
The R450 AVR is supplied in a casing
designed to be mounted on a panel with
dampers
- Operating temperature: 20°C to +70°C
- Storage temperature: 55°C to +85°C
- Shocks on the base: 9 g depending on the
3 axes.

Vibrations: less than 10 Hz, 2 mm
half-peak amplitude 10 Hz to 100 Hz: 100
mmys, above 100 HZz: 8 g.

The AVR is 'P00, it must be incorporated
in an environment which ensures it a
P20 protection.

1.2 - Identification
There are 2 different versions available:
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- R 450M: single-phase sensing,
- R 450T: three-phase sensing,

These 2 AVRs are exactly identical in terms
of characteristics and dimensions with
“Mate N Lok™" connectors

1.3 -Tools

The “"Mate N Lok™" connectors tools
references are the following:

- crimping pliers: Ref TYCO 654.149.1

- Extractor: Ref TYCO 538.972.1

Connectors must be unlocked before
unpluging.
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4.3 - Electrical faults

Faul Action | Measurements

Thi altemator builds up and its
voltage is siill comect when the
battery s removad

M vallege af | Conmsat 8 new batbery |
na load on of 4 to 12V to iermingls
start-up E- and E+, respecting
the polarity, for 2 1o 3
seconds

The alternator bulkds up but s
voltage does not reach the rated

The altermator bullkds up but it
voliage disappaars whan tha
battery is removed

Comect spead
Voltaga oo | Chack the drive speed
low

Speed oo low

Voltage too | Adjust AVR voltage [ Adustment ineflective
high potentomeater

Violtage Adjust AVR stability 'II' no effect: try rlu-rr'-al.“lam-
oscillations polanbomelar recovary modes

Violtage betwean E+ and E-
Vioktage Run &t no load and AREPIPMG < 10V
canectat no | check the valtage Voltage batweaen E+ and E-
load and oo | batween E+ and E-00 | sorpippic = 15V
low when on | ihe AVR
load (%)

fhe [5[’}1’\"1“ "If; TITTHIEGES

Voltage Chack tha AVR, the [Tha voltage does not retum to the
disappears | surge suppressor, the | raled value
during rotating dicdas, and

oparation [**) | reptace any dafactive
companents

Check/Cause
- Lack of residual magnatism

| Check the connection of the voltage
referanca to the AVR

valse when the battery is removed | - Faulty diodes

- Armature shor-clrcut

- Faulty AVR
Fiekd windings disconnected
- Revolving fald coll open circull. Check the
resisiance
Check thae AVR connactions (AR may be
fauilty)
- Fiald windings shor-cirguited
ﬂsﬂ.‘.tlng dicdes burnt ool
- Ravoling feld ool short-circumied
- Check the resstance
Incraase the drive speed
(Do mot towch the AVHR voltage pot iP1)
before running al the cormect spesd)

[- Faully AVR
1 faulty dioda

Check the speed” possibility of oyclic
imreguilarity
- Loose connactions
Faulty AVR
Spead too low when on load
{of LVF knee-point sal o0 high)
|- Check the speed
(ar W/F knee-point sel Loo kigh)
- Faulty rotating diodes
Shaort-circut in tha Fevedving feld ool
Check [he resisiance
Fauity axciter armatuns

(*) Caution: For single-phass operation, check thal the sensing wires coming from the AVR are cofmectly connected 1o

| - Exciter winding open clrouit
Faulty axciter armatura
Failty AVR
- Reavolving falkd ool apan circull or
shor-circuftod

{**} Caution: !-|11f.rnr:| proleciion may be aclivatad (overoad, open cincull, shor-chcuit )

Caution: After operational testing or
troubleshooting, replace all access
panels or covers.
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When the excitation current is set to the
rated value, a voltage dip is observed in
excitation current limit when the
limitation is activated and the current
limit is reached

4.2.3 - Special type of use

The excitation circuit E+, E- must not be
left open when the machine is running:
this will irreparably damage the AVR

4.2.3.1 - R450 (SHUNT) field weakening

The excilar is swilched off by disconnecting
the AVR power supply (1 wire - X1 ar X2)
Contact rating: 16 A- 250 VA.C

4.2.1.2 - R450 (AREP/PMG) field
weakening

R450 M & T
AV.R

The exciter is switched off by disconnecting
the AVR power supply (1 wire on each
auxiliary winding) - contact rating 16 A -
250VAC

Connection is identical for resetting the AVR
internal protection,

If field weakening is used, provide field
forcing.

4.2.3.3 - R450 field forcing

(400W - 104 “['I-.“:(.
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Batiery [B Volt
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Excitae fisld wanding
‘ Fiahd forcimg
B |
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]
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Applications B Volt Timat
Guaranteed voltage bulkd-up 12{1A 1-24
Paraliei npparation, de-energized | 12 (14
Parallel operation, &t standstil 12{1A} 5-10s
Fraguency stariing 12{14) 5-10s
Sustained voltage on avardoad 12 {14 5-10=s
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2 - POWER SUPPLY
Both the AREP & PMG exaitation systems
are controlled by the AVR

2.1 - AREP excitation system

With AREP excitation, the electronic AVR is
powered by two auxiliary windings which
are independenl of the vollage sensing

circurt

The first winding has a vollage proportional
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fo the altermator main voltage (Shunt
charactenstic), the second one has a
volltage proportional to the stator current
(compound characteristic : Boosler eflect)
The power supply voltage is rectified and
fitered before being used by lhe AVR
manitaring transistor.

The rotating switch should be in the AREP
position (see 3.2.3)
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2.2 - PMG excitation system

With PMG excitation, a permanent magnet
generator (PMG) added to the alternator
supplies the AVR with voltage which is
indepandent of the main alternator winding.
These two excitation principles provide the
machine with a short-circuit current overioad
capacity of 3INfor 10 s
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The AVR monitors the alternator output
voltage by adjusting the excilation current.
The rotating switch should be in the PMG
position (see 3.2.3)

STATOR : B wwos( T1 8 TH)
STATOR | 12 wirsa ( TT A T13

i i
*72 15|¢I3I';
l"l TH | T2
LA

5
LI |

T (TT
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i) Vary the frequency (speed) around 48 or
58 Hz according to the operating frequency,
and check the change in voltage from that
observed previously (~ 15%)

i} Readjust the speed of the genset to its
rated no-load value.

Adjustments in parallel operation

Before starting work on the alternator, make
sure that the speed droop Is identical for all
angines

k) Preset for parallel oparation (with C.T
connected ta 51, 52)

- Potentiometer P4 (quadrature droop) in
1/4 position in the case of SACT and at 1/2
position in the case of TACT

Apply the rated load (PF = 0.8 inductive)
The voltage should drop by 2 to 3% (400 V).
If it increases, check that neither V and W
nor 31 and S2 have been reversed,

I} The no-load voltages should be identical
for all the alternators intended to run in
parallel.

- Couple the machines in parallel

- By adjusting the speed, try to obtain 0 kW
power exchange.

- By altering the voltage setting P1 on one of
the machines, try to cancel (or minimise ) the
current circulating between the machines,

- From now on, do not touch the voltage
settings.

m) Apply the available load (the sefting is
only correct if a reactive load is available)
- By altering the speed, match the kW (or
divide the rated power of the units
proportionally)

By altering the quadrature droop
potentiometer P4, malch or divide the
currents

422 - Max. excitation adjustment
(excitation ceiling)

In standard setling, the potentiometer P3 is
in maximum position

However, for applications requiring an
overdoad protection (see 3.2.14) the
excitation ceiling must be adjusted by using
the following procedures inAREP and PMG

Method 1 :

-Connecl the AVR to the altermator

-apply load to 110% of rated machine rated
at PF=0.8, the green led is on and the red
one is off

-record the excitation current value
-adjust P3 until obtaining the red led flashing.
the green one is always on

-decrease the load to 100% and make sure
that the red led is off

- Increase the load at 115%, check that the
red LED flashes during 90 seconds and that
the excilation current is brought back to the
above adjusted value (lax adjusted).

Method 2 :

The rated excitation current (see machine
plate} must be multiplied by 1.1 and the
obtained wvalue is used to set the
potentiometer P3 at the right position. The
following table must be used

Position of | | exc (A)
P3
Bh 1
Sh 1.55
10h 1.95
11h 25 12H
12h 3.15
L 3,85 SH‘IEH
14h 4.25
15h 47 P3
16h 5156

NB: In the case of a permanent short-circuit,
the excitation current must reach 2.9 % lex
adjusted, during 1 second in AREP or 10
seconds in PMG and shuts down o a value
less than 1A

13
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4.1 - Electrical checks on the AVR Vosepe: ey

- Check that all connections have been
made properly as shown in the attached
wiring diagram.
- Check the rotating switches selections

- frequency,

- lype of alternataor,

- normal position (response time),

- external potentiometar,

- rated voltage,

- secondary current of the C™ used,

- type of excitation.
- R450 optional operating modes

4.2 - Settingup

The various adjustments during tests
must be made by a qualified engineer. It
is essantial that the drive speed
specified on the nameplate is reached
before commencing adjustment. After
operational testing, replace all access
panels or covers.

The AVR is used to make any
adjustments to the machine.

4.2.1-Setting up the R450

Before using the AVR, make sure that
the rotating switches have been
correctly configured with AREP/SHUNT
or PMG excitation

a) Initial potentiometer settings (see iable
below)

ani-chookyiada

Stanlity s g
{omnine position)
1
Eacilatan coling 1A B
= F sctory-saaled M I* 3 !

@ _ 3_,@

Volags quadrsiure oroon ;
(1 operaton with C T ) Mol sal

0 quadrature droogp fully iy
ati-tiookvise anb-cockmen |

P

Stability adjustments in standalone
operation

b) Install a D.C. analogue voltmeter (needls
dial) cal, 100 V on tarminals E+, E- and an
A.C. voltlmelter cal. 300 - 500 or 1000 V on
the alternator cutpul terminals,

c) Check the rotating switch selection

d) Voltage potentiometer P1 at minimum,
fully anti-clockwise.

e) Stability potentiometer P2 around 1/3 in
from the anti-clockwise stop.

f) Start the engine and set its speed to a
frequency of 48 Hz for 50 Hz, or 58 for
60 Hz

g) Set the output voltage to the desired
value using P1,

- Rated voltage Uy for solo operation
{eg. 400 V)

- Or Uy, + 2 1o 4% for parallel operation with
C.T.(eg. 410V -)

If the voltage oscilates, use P2 to make
adjustments (try both directions), observing
the wvoltage between E+. and E- (approx.
10 V D.C.). The best response time s
oblained at the limit of the instability. If no
slable position can be obtained, try selecting
the fast position

h) Check LAM operation: depending on the
rotating switch selection

12
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2.3 - SHUNT or separate excitation
system

With SHUNT excitation, the AVR is powered
by the main winding (100V to 140V - 50/60
Hz ) by using X1, X2 on the AVR.

The rotating switch should be in the AREP
position (see 3.2.3)

STATOR . B wwes | T1 & TE)

MM FIELD STATOR - 12 wires | TTaT12)
SHUMTSYSTEM '@ @& @ o ' ] ! g
e T T O 4T1 [T7 472 | T8 —4T34
Armaiam
_— . .
—-— . | 4
- e
) Famd . I
— o ok o refrio| T Treg T2
e o o L LA A

P1 4

Wi Tage ¥
P2 'f:..nm,!
P3
P4 £ o)

3 - TECHNICAL CHARACTERISTICS

3.1 - Electrical characteristics

- maximum power supply. 150V - 50/60 Hz
- Rated overload current: 10A-10s
- Electronic protection
-Inthe case of ashorl-circuit, the excitation
current is reduced to a value less than 1A
after10s
- In the event of loss of vollage reference.,
the excitation current is reduced o a value
less than 1A after 1s for AREP/SHUNT, 10 s
for PMG
- In the event of overexcitation, the cumrent
is reduced as indicated in the next diagram
(see3.2.14)
- Fuses: F1on X1 and F2 on Z2 10A, 250V
- Voltage sensing
= 0-110 V terminals = 95 to 140V
= 0-220 Vterminals = 170to 260V
* 0-380 V terminals = 34010 528V
For other voltages, a transformer should be
used.
- Voltage regulation:+ 0.5%
- Current sensing: (parallel cperation): input
51, S2 intended for 1 C.T. < 2.5 VA cl1,
secondary 1Aor5A,

3.2 - Configurations:

3.2.1 - Settings

3.2.1.1 - Veltage

Voltage adjustment via potentiometer P9 in
the ranges described in the table below:

For 50 and 60 Hz | Max.
High range Un<530V
Medium range Un<252V

The allowed adjustment range is +5%;
when the setting exceeds these limits,
please check that it is conform with the
power table.

3.2.1.2 - Quadrature droop:

Quadrature droop  adjustment  wia
potentiometer P4 within a range |

-from 0 to B% with a PF=0.8 for 400V
applications.

- From 0 1o 14% with a PF=0.8 for 240V
applications.

- From 0 to 8% for 110V applications with a
step-up transformer (ratio of 4) placed on
the voltage reference

The potentiometer P4 has a non linear
response. Then, when a 1Asecondary CTis
connecled the effective range stants from
the the second 1/3 of P4 range and in the
case of a 5A secondary CT the effective
range starts from the first 1/3
Whena5ACT is used, the adjusiment range
is higher, so P4 must be set to the first 1/4
(anti-clockwise) and then progressively
increase it

The CT must be connected.

3.2.1.3 - Stability:

Stability adjustment via potentiometar P2.
Selection of rotating switch according to the
machine type and the response lime as
indicated in paragraph 3.2.3

3.2.1.4 - Excitation limitation:

Excitation lmitation adjustment via
potentiometer P3 as described below.

The excitation current limitation threshold in
steady state is sel by a potentiomeler at
110% of the rated value. The adjustment is
made by the operator during the on-load test
at rated power by tuning the potentiometer.
When the excitation current exceeds this
value, a counter is activated at the speed of
one record per second for 90 5. When this
time is elapsed, the current is reduced to the
value of the rated excitation current. If in the
meantime the excitation current drops
below the threshold value. the counter
counts down at the same speed

6
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3.4.3 -Power -R729 module: same as R726 with
additional functions.
T g « Detection of a diode faull.
I ™ ey + 4-20 mA input,
g2 , Ty * Possibility of KVAR regulation
8 = A l_-' WasigSion in e besd
EE ¥ 4& Load shedsing dius to LA - Voltage control: with an isolated
— | |} D.C. current source applied to the terminals
F ik e Wi used for the external potentiometer:

3.5 - AVR options

- Current transformer for parallel opera-
tionof...../1 Aor 5 Aaccording to the poten-
tiometer P4 position

- Voltage transformer
(adaplation)

- Remote voltage adjustment potentio-
meter.

For a range of variation:

+5% :4700

+10% :1kQd

the power of the polentiometer can be
D5W.2WordW.

The potentiometer input must be
isolated. Do not connect it to the ground.

- R726 module: regulation systemchanged
to"4-function” (see the maintenance manual
and connection diagram).

*PF regulation (2F} .

*Equalization of voltages  before
paralieling (3 F).

* Possibility of coupling to the mains of
aiternators aiready running in parallel (4F)

* Internal impedance 1.5 k(.
« A varialion of £ 0.5 V corresponds to a
voltage adjustment of £ 10%.

1"
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3.3 - U/F and LAM function 3.3.2.2 - Soft voitage recovery function
3.3.1 - Frequency variation compared During load impacts, the function helps the
with voltage (without LAM) gensel to return to its rated speed faster with
Voitage | Band  sram a gm@uql increase in voltage according lo
iy i 48 el the principle:
Ui - If the speed drops between 46 and 50 Hz
 EOHz (in 50Hz operation), the rated voltage is
recovered by following a fast gradient.
Frequency - If the speed drops below 46 Hz, since the
i o engine needs more help, the voltage follows
3 a slow gradient as it returns to the reference

3.3.2 - LAM (Load Acceptance Module)
characteristics

3.3.2.1 -Voltage drop
The LAM system is integrated inthe AVR. As
standard it is active.

Role of the LAM:

On application of a load, the gensel rotation
speed decreases. When it falls below the
preset frequency threshold, the LAM causes
the voltage to drop proportionately to the
frequency (LAM1) or to the active power
(LAMZ2) depending the the rotating switch
position. This reduces the active load scale
applied until the speed returns to its rated
value,

Hence the LAM can be used either to reduce
the speed variation (frequency) and its
duration for a given applied load, or to
increase the applied load possible for one
speed variation (turbo-charged engine),

To avoid voilage oscillations, the trip
threshold for the LAM function should be set
approximately 2 Hz below the rated
frequency.

iltage

W

085 Uk

AR W B0 bl
st

value.

\/&A .

wnmm"l

3.4 - Typical effects of the LAM with
a diesel engine with or without a
LAM (U/F only)

3.4.1 -Voltage
U,’_‘_,L I.:,Tr“im!m-*np |
o0 L f : 4
Yo R
on o " with withaut LAM
n 18 is l.l

.-| T Man s with
f speed drop % ‘Llf
---- i [T -}/,.-‘""-"
s =
.,_ llllllll e r’k without |
o 2 I
-
a 18 is s
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The limitation. threshold must be
adjustable between 1 and 55 A. The
genset breaker must be open during the
short circuit. If the genset is restarted in
short circuit, there is a excitation build
up during 10s again at the maximum
value,

Operation between 3 and 6 In when
short-circuited:

The excitation current ceiling durleng a
shorl-circuit equals 2.9 times the fixed
threshold when setting the permitted
excitation ceiﬁng in continuous operation.
When the threshold is exceeded for a period
= 10 s the current is reduced to a value
between 0.5 and 0.7 A (shutdown).

NB: Even if the AVR is limiting the exciter
field current to a value less than 1A, the
generator will continue to supply the fault

| exc(A)

2.9 | thrashoid] g g | Maximum owent | 2uc)
(max, 9.54)

—

N

r’4/
[Imm

(1...5.54) i

g - /\

current. In all operating conditions the
maximum excitation current is clamped to
95A+05A.

Overrun indications:

One green LED:

- Lights up when the excitation current is
below the continuous operation threshold

It signals the AVR normal operation.

- Turns off when the excitation current ceiling
used to obtain short-circuit operation is
reached and when the excitation current is
reduced lo the shutdown value.

- Flashes when the over excitation timer is
decrementing.

NB: After the shorl circuil is cleared, the
output voltage is limited to about 70% of the
rated voltage. This avoids no load
overvoltage for machine which no load
exciter current is less than the shutdown
current {only in AREP).

Diagram 1
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| exc(A
\ i Diagram 2
29)( | threshala (Maximum cuitent | ac)
{max. 9.5 A) _9'5
% ‘\
F.! I—F
(Fa=y) ~
@ /\
P3| \ 1
': ’ _.'.F y ——
( |lIl|r.-:f|||l|! :'
|, (1...5.54) | _ .
(Shutdown ,_x": 1 = 1(s)

Actrufion of

ll[] 5~0.7 | K |.m..._ |

80 wnpo sleped - apphcsion
- o ribiae ]
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Red LED:

- Lights up simultaneously with the green led
when the continuous operation threshold is
reached for more than 90 5 and the excitation
current is reduced lo the confinuous
operation threshold. It is used to set the
excitation current ceiling

- Turns off when the excitation current is less
than the setting value

- Flashes when the excitation current is
above the continuous operation threshold
during less than 80 s

When the green led is off :

-flashes in a case of loss of voltage sansing
<15 or 10s for PMG excitation,

-turns on if lex= Ishutdown.

In the case of overload protection
activation, a voltage drop will appear
with a value sometimes higher than 10%
of the reference voltage.

The UnderVoltage protection is not
achieved by the AVR. Customer must
ensure that his installation load is
correctlyprotectedagainstundervoltage.

During load rejection, the overvoltage is
ubmrvl Mﬂd and takes a few seconds to be
ciea M
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3.2.2 - Rotating switch selection: LAM
and U/F

- Pos 0: Change in the voltage according to
the U/F ratio, knee-point position at 48 Hz

- Pos 1: Change in the voltage according to
the 2U/F, knee-point position at 48 Hz

- Pos 2: Change in the voltage according to
the self auto-adaptive LAM combined with
2U/F, knee-point position at 48 Hz.

- Pos 3: Change in the voltage according to
the U/F ratio, knee-point position at 58 Hz

- Pos 4; Change in the voltage according to
the 2U/F, knee-point position at 58 Hz

- Pos 5: Change in the voltage according to
the self auto-adaptive LAM combined with
2UIF, knee-point position at 58 Hz.

- Pos 6: Change in the voltage according to
the U/F ratio, knee-point position at 65 Hz
(Tractelec application and variable speed
above 1800 rpm).

- Pos 7: Special (not used).

- Pos 8: Change in the voltage according to
the UIF ratio, knee-point position at 48 Hz or
58 Hz according to selection of the frequency
by an external contact.

- Pos 9: Change in the voltage according to
LAM 1, knee-point position at48 Hzor 5B Hz
according to selection of the frequency by
an external contact

For Pavers and hydraulic applications,
select positions 0 (50 Hz) or 3 (60 Hz).

3.2.3 Rotating switch: excitation type
and time response

: AREF excitation and normal time
response,

J: AREP excitation and fast time response.
1: PMG excitation and normal time response.
Z: PMG excitation and fas! time response.

For SHUNT applications, AREP excilation
must be selected

3.2.4 Rotating switch : voltage sensing

0: Voltage from 320 to 530V
-LSA46.2/47.2 - 5000/ 6000 senes.

3: Voltage from 320 to 530V
-LSA 49 1/50.2 - 7000 / 8000 series.

1: Violtage from 80 to 320V
-LSA46.2/47.2 - 5000/ 6000 senes,

2: Voltage from 80 to 320V
-LSA49.1/50.2 - 7000 / 8000 series,




